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Style-Rite Extruded Round and Square and replacement of wooden columns on older
Aluminum Columns. The look of traditional wood  buildings of all types. Style-Rite Columns feature
with the durability, strength, and low maintenance a baked-on enamel finish in white, brown, wicker,
features of aluminum. These columns are recom- almond and pebble stone clay. Al fittings are
mended for new homes, commercial buildings, die cast and painted with state of the art

powder coat finish.

Listed below are various diameters and lengths available.

ROUND COLUMNS SQUARE COLUMNS
Col Standard Approx. Weight Col Standard Approx. Weight
Dia. Length Load* Dia. Length Load*
6" 8-9-10"-12' 20,300 3" 8 -10 8,000
8" 8-9-10'-12'16'-18 30,000 4" g8-10 16,800
10" | 8-9-10'-12'16'-18’ 42,600 6" g-10-12' 22,700
W 8-9'-10"-12' " ) f ) s
12 16' - 18' - 20' - 24" 52,250 8 g8-10'-12'-16 30,300
5 8-9-10-12 " y_ Or qer o pa
15 16'-18' - 20’ - 24° 55,000 10 8'-10"-12'-16'-20 33,300
* Maxi " 8-10'-12'-1¢'
Maximum Load - No Safety Factor Included 12 18' - 20' - 24" 35,500

6", 8” and 10” Round are Available in Brown, Almond, Wicker, and Clay. 12" Round is Available in Almond.
Square 4", 8” and 8 are Avaliable in Brown, Almond, and Clay. Square 6", 8" and 10" Available in Wicker.
10" are Available in Almond. 3”only in White, Black and Bronze.




